
Inox A316 / A316 Stainless Steel

PASSO

Passo incasso. Proiettore lineare con corpo in
alluminio per illuminazione architettonica e LED di
potenza ad alte prestazioni, adatto per fila
continua ed ideale per applicazioni esterne ed
interne. Corpo in alluminio estruso anodizzato, e
verniciato a polveri con resina a base poliestere
resistente alla corrosione ed alle nebbie saline,
completo di cassaforma in acciaio inox AISI 304.
Diffusore in vetro temperato sp. 6mm resistente
agli shock termici ed agli urti. Cornice in acciaio
inox AISI 316 lucidato. Alimentatore incluso.

Passo uplight is a linear projector with aluminum
body and high power LEDs, for architectural
lighting, suitable for continuous row and ideal for
outdoor and indoor applications. Anodised,
extruded aluminum body, powder coated
polyester resin resistant to corrosion and saline
mists, complete with stainless steel AISI 304
housing. Diffuser in tempered glass 6mm thick
resistant to thermal shocks and impacts.Polished
AISI 316 stainless steel frame. Power supply
included.

1 KG

POWER SUPPLY
220/240V-50/60Hz

CODE LUMEN NOM

LED LAMP W 3000°K 4000°K
HOLE

DIMENSIONI
DIMENSIONS

A�B mm

55083F⬤✖ 8 SSCZ5 24 2150 2320 445X7 0X90 445X7 0X90

⬤ LED COLOR CODE

3000°K- 85

4000°K- 85

✖ REFLECTOR CODE

55°+10°- lens Elliptical beam angle

10°- lens beam angle

40°- lens beam angle

60°- lens beam angle
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