
INCASSI NO FRAME /

STELLA

Corpo in alluminio pressofuso vernciato, Sorgente
luminosa LED. Lente fascio luminoso 15°,30°,40°.
Dissipatore in alluminio anodizzato. Alimentatore
separato incluso. Sistema per il fissaggio nel
controsoffitto a scomparsa.

Painted die-cast aluminium body. LED light source.
Lens light beam 15° - 30° - 40°. Anodized aluminium
heat sink. Separate power supply included.
Concealed system for fixing in the false ceiling

50 GR

POWER SUPPLY
220/240V-50/60Hz

CODE LUMEN NOM

LED W 3000°K 4000°K
HOLE

DIMENSIONI
HOLE
DIAM.

DIMENSIONS
A�B mm

296■ ⬤✖ SDCM 6 540 600 30X95 50 30X95

■ COLOR CODE

32 - frosted white

33 - frosted black

⬤ LED COLOR CODE

3000°K- 85

4000°K- 85

✖ REFLECTOR CODE

15°- lens beam angle

30°- lens beam angle

40°- lens beam angle
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INCASSI NO FRAME /

STELLA

Micro faret t o da incasso a LED t ipo "recessed" ideale per inst allazioni dove la sorgent e
luminosa risult a nascost a Fissaggio t rimless.

Recessed MICRO LED spot light  model ''recessed''. Ideal when t he light  source must
remain hidden . Wit h t rimless fixing.
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