Parete-Soffitto / Ceiling

DELTA

Lampada da parete biemissione professionale per
illuminazione diaccento. Corpo inalluminio
pressofuso verniciato conpolveriepossidiche
previo trattamento diossidazione galvanica. Vetro
temperato serigrafato per doppia emissione
Viteria inacciaio inox. Pressacavo inottone
cromato Valvola didecompressione per evitare la
formazione dicondensa all'interno
dell'apparecchio. Utilizzo disorgentiluminose LED
complete diLED e dialimentatore per LED
integrato.

Professional double emissionwall lamp for
focusing the light. Die-cast aluminium body epoxy
powder painting after galvanic oxidation
treatment Tempered printed glass for double
emission.Stainless steel screws.Brass plated
cable-gland. Decompressionvalve to prevent the
condensationinside the wall light. Luminous LED
light sources complete with LED and LED built-in
power supply.
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COLORCODE

® 10 - frostedalu

32 - frosted white
@ 33 - frostedblack
@® 75 - corten

LED COLOR CODE

3000°K- 85
4000°K- 85
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LiuWall & unapparecchio per illuminazione da parete per esterniche siispira alla semplicita  LiuWallis anoutdoor wall light fixture inspired by the simplicity of the oriental forms
delle forme orientalied alla filosofia Zen. and Zen philosophy.
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