
Parete-Soffitto / Ceiling

ONDA

Corpo in alluminio pressofuso anodizzato
resistente alla corrosione e con alta efficienza di
dissipazione del calore. Anello in acciaio INOX AISI
316 lucidato.Vetro trasparente o satinato.
Installazione in parete o soffitto tramite vit i nella
versione (S) e installazione in parete o soffitto con
cassaforma nella versione (WS). Utilizzo di modulo
LED. Flusso luminoso inclinato -21° oppure flusso
diretto 0°

Corrosion-resistant anodized die-cast aluminum
body with high heat dissipation efficiency. Polished
AISI 316 stainless steel ring. Transparent or satin
glass. Wall or ceiling installation with screws in the
(S) version and wall or ceiling installation with
formwork in the (WS) version. Use of LED module.
Luminous flux inclined -21 ° or direct flux 0 °

120 GR

POWER SUPPLY
220/240V-50/60Hz

ACCESSORI / ACCESSORIES

AE65lWS
Anello alluminio per incasso paret e con fissaggio t ramit e
vit i lunghezza 50 mm

Aluminum ring for wall recessing wit h fixing by screws
lenght  50 mm

AE65CWS



Anello alluminio per incasso paret e in murat ura lungh 110mm

Aluminium ring for concret e inst allat ion lengh 110 mm

CODE LUMEN NOM

LED LAMP W 3000°K 4000°K

E214WS no
screws⬤✖ Z5-XP�E Incl. -21° 7 X2 1100 1180

E214S with
screws⬤✖ Z5-XP�E Incl. -21° 7 x2 1100 1180

⬤ LED COLOR CODE

3000°K- 85

4000°K- 85

✖ REFLECTOR CODE

0° / 6°- Incl. / Lens beam angle

-21° / 6°- Incl. / Lens beam angle

0° / 25°- Incl. / Lens beam angle

-21° / 25°- Incl. / Lens beam angle

0° / 40°- Incl. / Lens beam angle

-21° / 40°- Incl. / Lens beam angle
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Parete-Soffitto / Ceiling

ONDA

Faret t o ad incasso da paret e con sorgent e luminosa a LED inclinat a - 21° o diret t a 0° per
illuminazione bassa t ipo corridoi , marciapiedi , corridoi ecc, in ambient i con elevat a
presenza di umidit à e nebbia salina. Disponibili con vit i a vist a (S) e senza vit i (WS)

Recessed wall spot light  wit h inclined LED light  source - 21 °  or direct  0 °  for low
light ing such as corridors, sidewalks, corridors, et c., in environment s wit h high
humidit y and saline mist s. Available wit h visible screws (S) and wit hout  screws (WS)
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